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CSN EN 1288-3 (2001) : Glass in building - Determination of bending strength of glass -
Part 3 : Test with specimen supported on two points (four points bending) 

CSN EN 12150 Glass in building - Thermally toughened soda lime silicate safety glass -
Part 1 +Al (2020): Definition and description 
Part 2 (2005) : Evaluation of conformit y/Product standard 

Sampling: 

Following test specimens of thermally toughened (tempered) safety glass manufactured 
using of horizontal process from float glass were used to testing: 

thermally toughened safety glass 4 mm 

thermally toughened safety glass 5 mm 

thermally toughened safety glass 6 mm 

thermally toughened safety glass 8 mm 

thermally toughened safety glass 10 mm 

Metrological provision of tests : 

8 pcs 360xl 100 mm 

8 pcs 360x1100 mm 

8 pcs 360xl 100 mm 

8 pcs 360xl 100 mm 

8 pcs 360xl 100 mm 

Calibrated measuring gauges were used for testing. The bending strength test was carried 
out using of universal machine ZHL 30 with metro logical traceability to Czech Metrolog y 
Institute. 

Test results : 

1. Fragmentation test (according to CSN EN 12150-l +Al art. 8) 

Test specimen No. / particles count (pcs.) / the longest particle (mm) 

Nominal thickness 1 2 3 4 5 

4mm 75 I 30 67 I 3 l 65 I 35 62 I 34 43 I 33 

5mm 71 / 29 57 I 23 80 / 27 55 I 26 60 I 24 

6mm 88 / 15 96 I 16 94 I 22 74 I 21 88 L20 . -.. 

8mm 49 I 21 56 I 23 48 / 29 
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2. Bending strength test (according to CSN EN 1288-3 /CSN EN 12150-2) 
Note: E = edge; S = surface; i in compression zone; ,l,. in tension zone 

Specimen Average 
Width 

Time (s), Bending strength 
/ bow thickness Max. load (N) point of 

position (mm) 
(mm) 

breakage (MPa) 

clear thermally toughened safety glass 

1t 3,81 360 829 100,7 s 195,2 

2-.!- 3,82 360 696 83,3 E 164,0 

3t 3,80 360 694 84,6 s 164,8 
4,-!, 4,82 360 1280 79,3 E 187,9 

5t 4,84 360 1201 75,3 s 174,8 

6-.!- 4,85 360 1342 84,6 E 193,8 

7t 5,84 360 1485 66,7 E 148,3 

8-.!- 5,86 360 1813 82,2 E 179,4 

9t 5,84 360 1660 76,3 E 165,7 

10-.!- 7,79 360 3209 82,4 E 178,6 

11t 7,79 360 3071 74,7 s 170,9 

12-.!- 7,80 360 3129 78,9 E 173,9 

13t 9,88 360 4546 73 ,9 s 157,1 

14-.!- 9,88 360 6302 108,1 E 217,0 

15t 9,89 360 5069 79,5 s 174,8 

Expert viewpoint: 
The results of fragmentation test and bending strength test comply with requirements of the 
standard EN 12150-l +A l. 

Statement : Test results , given in this report , apply only to the tested items as received . 
Test report does not replace other documents , e.g. administrative characters , issued from 
other bodies , according to particular regulations. The official version is in the Czech 
language. 

Distribution list : 
2 x NEWMOS Glass Trading Ltd 
1 x Laboratory for glass and building products testing IKA TES, s.r.o. ( 

Test results approved and for correctness 
of the report is responsible : 

======== === end of the test report 


